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CONSTRUCTION DETAILS #HEABEEAK AREA ELECTRIC LINE ?EgTECNSFgﬁMEEAEES BE 1. VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
; ) c E . 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
A. INSTALL 27 FT. STEEL POLE WITH TWIN 50 AND 50 FT. MAST ARMS NSTALLED BY SMECO. 3. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO BE INSTALLED BY THE CONTRACTOR IN
SIGNAL HEADS.SIGN, 15 FT. LIGHTING ARM. 250 WATT HPS ACCORDANCE WITH MD -SHA STANDARDS. ALL OTHER PAVEMENT MARKINGS ARE TO BE CONSIDERED AS EXISTING.
LUMINAIRE AND OQVERHMEAD VIDEQ DETECTION CAMERA. 4. GEOMETRICS SHALL BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT. ALL TRAFFIC SIGNAL
(NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND) ' FOUNDATIONS SHALL BE INSTALLED AT FINAL SIDEWALK OR CURB GRADE FOR
CONSTRUCTION DETAILS CONT. CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
B. INSTALL 27 FT. STEEL POLE WITH A 40 FT. MAST ARM (CUT FROM A 50 FT.) AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE
WITH SIGNAL HEADS, AND SIGNS, 15 FT. LIGHTING ARM, 250 WATT HPS GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
LUMINAIRE AND OVERHEAD VIDED DETECTION CAMERA. VR AN UnDE R eRatND CHEDULE 80 SEECTRICAL CONDUIT WITH PULL STRING 5. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT
(NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND) y TO BE CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY
W. 3 IN. PVC CONDUIT TRENCHED. SEE INTERCONNECT PLANS. COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
O e T N o BASE MCUNTED CONTROLLER aND T BENDS,) | CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT
: - ' . - . WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY.
E. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED
STATE OF MARYLAND
F. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. | | DEPARTMENT OF TRANSPORTATION
G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED. STATE HIGHWAY ADMINISTRATION
H. INSTALL HANDHOLE. NOTE ' OFFICE OF TRAFFIC & SAFETY
THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF TRAFFIC ENGINEERING DESIGN DVISION
J. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — BORED. APPROVAL . SHOULD CONSTRUCTION NOT BEGIN WITHIN THIS TIME FRAME T“ES%V?%?Eﬁ SHALL BE NULL :
K. REMOVE EXISTING POLE AND FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. AND VOID WITHOUT A RE-REVIEW FROM THE TRAFFIC ENGINEERING DESIG ' MD 4 (PATUXENT BEACH RD) AT PATUXENT BLVD
L. INSTALL GROUND MOUNTED AS SHOWN ON PLANS. | | CALIFORNIA MD
M. REMOVE EXISTING LIGHTING HANDHOLE.
GEOMETRIC LEGEND : St APPROVALS TRAFFIC SIGNAL INSTALLATION PLAN
—— —— — EXISTING N. CAP AND ABANDON EXISTING CONDUIT FOR STREET LIGHTS. The Traffic Group, inc. - | G
PROPOSED 0. INSTALL METERED SERVICE PEDESTAL FOR (UNDERGROUND) ELECTRICAL SERVICE. Suite H W’ ) )fowo | SOAE_Y= 20 DATE NOVEMBER 10.2010 _ CONTRACT NO. __EWoOGME2
UTILITY _LEGEND P. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. w 9900 Franklin Square DﬁveZﬁEAM LEADER . oA
o S g e DRATN - Q. REMOVE GROUND MOUNTED SIGN (R1-1) UPON COMPLETION OF THE SIGNAL. Baftimore, Maryland 21236 4 AL //drd DESIGNED BY M' A' A RS COUNTY :mhgjg;;
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s—s Sreaate Mg Es | S- INSTALL 24 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING 1-800-583-8411 %/{/ﬁ/(,&/ ﬂ/&éﬁ" CHECKED BY TIMS NO. Lot2
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